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Al Paraplast Brand tissue embedding media are made of a combination of highly purified wax and several
plastc polymers for greater tensile strength and  elasticity. This resuts in greater compressibilty (without
crumbling) during sectioning, rapid infitration and thinner sections which flatten in a thermostatically
controlled water bath

Description

PPARAPLAST TISSUE EMBEDDING MEDIUM

Recommended for General Tissue Embedding Use: A refined mixture of highly purified paraffin containing
plastic polymers of regulated molecular weights that provides better tissue infiltration and superior quality
sections. Greatly minimizes tissue compression due to sectioning. Gives brittle, difficult to cut tissues (such
as fibroid tumors, blood-engorged tissues, thrombi, decalcified bone and cartilage) an innate elasticity
which produces excellent, wrinkle-free sections. Clearing is complete and without stainable residue.

PPARAPLAST PLUS TISSUE EMBEDDING MEDIUM

Recommended for Large Tissue or Tissue Which Normally Presents Infiltration Problems: A contrlled mix-
ture of highly purifed paraffin containing plastic polymers of regulated molecular weights and a small
percentage of dimethyl sulphoxide (DMSO) for aste fssue penetation. Like Paraplast it greatly minimizes
tissue compression due to sectioning and gives britle, diffcult o cut isues an inate elasticity which pro-
duces excellent, wrinkle-free sections, Clearing is complete and without stainable residue.

PPARAPLAST X-TRA TISSUE EMBEDDING MEDIUM

Recommended for Lower Temperature Inilration Preventing Tissue Distortion: A unique blend of low
molecular weight polymers and highly purified paraifins for exceptional compression esistance and ribbon
coniinity. Low viscosit permis complete inflration of dense tissue. Cut sections ar free of distrtion and
morphology is preserved. Clearing is complete and withou stainable resicue

Ordering Information/Specifications

Catalog ASTM

Number Description Melting Pt Packaging
88895010067 Paraplast 56°C |kg/bag‘; bagsicase
88895020085 Paraplast Plus 56°C Thgbag Bbagsicase
8889503002 | Paraplast X-TRA 50-54°C Tkglbag; & bagslcase
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8889501006





8889502004





8889503002





8889500012





1kg v sáčku; 8 sáčků v krabici





1kg v sáčku; 8 sáčků v krabici





1kg v sáčku; 8 sáčků v krabici








velké balení po 5kg
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Všechny typy speciálního vločkovaného parafinu PARAPLAST* jsou vyrobeny ze směsi vysoce čištěného vosku a několika plastických polymerů zabezpečujících vysokou pevnost v tahu a elasticitu. Výsledkem je pak vyšší stlačitelnost média (bez jeho “rozdrobení) během řezání tkání, rychlá infiltrace a možnost vytváření tenčích řezů, které se uhlazují v tepelně kontrolované vodní lázni.





PARAPLAST*  - bod tání 560C


Doporučen pro všeobecné použití: Čištěná směs purifikovaného parafinu obsahující plastické polymery o regulované molekulární váze, která poskytuje lepší infiltraci do tkáně a možnost vytváření vysoce kvalitních řezů. Minimalizuje kompresi tkáně během řezání. Křehkým, lámavým a obtížně řezatelným tkáním (jako jsou fibroidní tumory, tkáně naplněné krví, tromby, odvápněné kosti a chrupavky) dává přirozenou elasticitu, díky které lze získat výjimečně hladké sekce. Vyčištění je kompletní a bez reziduí zanechávajících skvrny.





PARAPLAST PLUS*  bod tání 560C


Doporučeno pro tkáně velkých rozměrů nebo tkáně, kde lze očekávat problémy s infiltrací: kontrolovaná směs vysoce purifikovaného parafinu obsahujícího plastické polymery s regulovanou molekulární vahou a malým podílem dimetyl sulfoxidu (DMSO) pro rychlejší penetraci tkáně. Stejně jako standardní PARAPLAST* vysoce minimalizuje kompresi tkáně při jejím řezání  a křehkým a obtížně řezatelným tkáním dává přirozenou elasticitu, díky které lze získat výjimečně hladké sekce. Vyčištění je kompletní a bez reziduí zanechávajících skvrny.





PARAPLAST X-TRA*  bod tání 50-540C


Doporučeno pro infiltraci za nižších teplot k prevenci distorze tkáně: unikátní směs nízkomolekulárních polymerů a vysoce purifikovaného parafinu pro výjimečnou rezistenci vůči kompresi a zabezpečující kontinuitu okrajů. Nízká viskozita umožňuje úplnou infiltraci i do husté tkáně. Řezy se nekroutí a zachovávají dokonalou morfologii. Vyčištění je kompletní a bez reziduí zanechávajících skvrny.




















